


Packaging

Measures: 38 x 38 x 17 cm / 16kg
1 Box contains 16 pieces / 0,5m2

Accessories

Finishes  Terracotta

Description
Garbet is a ceramic modular component that 
can be used to create indoor and outdoor 
screens in numerous configurations with 
attractive plays of light and shade.

Garbet
Design
Emiliana design studio

Typology
Sunbreaks

arena 14 rojo 15

Installation

Follow our installation recommendations below 
for the various configurations

Dimensions

Overall dimensions:
24,9 x 11,2 x 8 cm 20,9

24,9 11,2

8

Tub Garbet / measures: height 8 cm, ø4 cm Tap Garbet / measures: ø4 cm 
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Installation

Garbet makes it possible to construct variable 
screens by threading this modular component 
onto a guide rod or tube to create stacked rows. 

For the best results, it is recommended that you 
level the ground before installing a screen. 

Internal anchoring tube, maximum gauge16 mm.

Tub component is used to finish off the ends  
of the screen.

Tap component acts as a plug, creating an 
attractive finish while also preventing dirt and 
water from entering from above.

Garbet

Separation washer
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Different ways to anchor the screen to the floor

1. For screens to be installed outdoors in the 
ground, it is advisable to fix the guide tubes  
in place using a concrete footing.

2. Alternatively, depending on the 
characteristics of the soil, it may be possible to 
embed the guide tubes directly in the ground.

3. For installations indoors or outdoors on a hard 
surface, the guide tubes should be fixed in place 
using chemical anchors or a similar product.

4. For screens installed indoors on wooden or 
tiled floors, the guide tubes should be fixed  
in place using a bolt-down plate (metal clamp).

1 2 3
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configuration A configuration B configuration AB

Self-supporting curving configuration

Curving screens can be self-supporting, 
depending on their geometrical characteristics 
and size. However, it is advisable to anchor them 
to the ground for the various situations and 
flooring surfaces.

top view

isometric view
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Configuration of the screen

Garbet’s shape means that various screen 
configurations, A, B and AB, are possible 
depending on the aesthetic requirements  
of the project.



anchored to the wall anchored to the floor and ceiling

Linear configuration

To install straight screens indoors or outdoors, 
the guide tubes must be fixed in place using a 
bolt-down plate or a perimeter frame secured  
to the ground and the ceiling (or to the wall). 

Variable heights

The fact that Garbet is a modular component 
means that screens of varying heights can be 
designed. If the screen is more than 220 cm 
high, the ends of the screen should be 

connected by a securing rod (A) to reinforce it. 
Alternatively, the ends of the screen can be fixed 
to the ceiling using guide tubes (B).
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> 220cm

height
> 220cm
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Properties / Technical Specifications

Terracotta – Rojo 15

Water absorption
    UNE – EN ISO 10545-3:1997 					     10% -13%

Frost resistance
    UNE – EN ISO 10545-12:1997 					     Resiste

Resistance to chemical agents / acids and alkalis of high concentrations
    UNE – EN ISO 10545-13:2017
    Household chemicals and pool salts  	  			   UA
    Acids and alkalis of low concentrations				    ULA
    Acids and alkalis of high concentrations 			   UHA

Resistance to abrasion 
    UNE - EN ISO 10545-7:1999 					     COMPLIES

Terracotta – Arena 14

Water absorption
    UNE – EN ISO 10545-3 : 1997 					     14,03%
	
Linear thermal expansion
    UNE – EN ISO 10545 – 8 : 2014
    Longitudinal direction						      5,2x10-6/ºC
    Transversal direction 						      5,9x10-6/ºC
    
Frost resistance							       No defects are observed
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